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#8 RING TERMINAL
DOUBLE CRIMP

NOTES:

1. PACKAGE INCLUDES STAR WASHER *2 AND M4 SCREW *2.

2. ELECTRICAL TEST CONDITION:

(a) 100%OPEN, SHORT & MISWIRE TEST,

(b) INSULATOR RESISTANCE:10Mohm MIN.

DC 300V 0. 0lsec.

(c) CONTACT RESISTANCE:5chm MAX.

3. RolS COMPLIANCE.

Pin out

P1 P2

RED

#8 RING TERMINAL
DOUBLE CRIMP

M4 STAR WASHER (*2):

M4 x 0.7-6H SOCKET HEAD SCREW (*2):

M4 x0. Tmm Thread
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4 ST5575 SCREW | M4 STAR WASHER (ID:4.4mm, OD:8.3mm, T:0.4mm),SST
3 SM408414 SCREW | M4 x0,7—6H Socket Head Screw (7.9mm*6.0mm),SST SPEOFIED ToL o
2| B0489 Conn. | RING TERMINAL ID:4.3mm 0D:8.0mm RED INSULATOR o i ARCHTECH ELECTRONICS CORP
1 FO105 Cable | #18AWG YELLOW/GREEN UL1007 HOOK—UP WIRE :80 :
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